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				 	Digital Oscilloscopes
	

Digital Oscilloscopes
	[image: ]Siglent SDS1000X-E Series Digital Oscilloscopes
2/4 Channels

Bandwidth: 100MHz to 200MHz

Sample Rate: 1GSa/s

Memory Depth: 14Mpts




	[image: ]Siglent SDS1000X-U Series Digital Oscilloscopes
4 Channels

Bandwidth: 100MHz

Sample Rate: 1GSa/s

Memory Depth: 14Mpts




	[image: ]Siglent SDS2000X-E Series Digital Oscilloscopes
2 Channels

Bandwidth: 200MHz to 350MHz

Sample Rate: 2GSa/s

Memory Depth: 28Mpts




	[image: ]Siglent SDS2000X-Plus Series Digital Oscilloscopes
2/4 Channels

Bandwidth: 100MHz to 350MHz

Sample Rate: 2GSa/s

Memory Depth: 200Mpts




	[image: ]Siglent SDS5000X Series Digital Oscilloscopes
2/4 Channels

Bandwidth: 350MHz to 1GHz

Sample Rate: 5GSa/s

Memory Depth: 250Mpts




	[image: ]Siglent SDS6000A Series Super Phosphor Oscilloscopes
4 Channels

Bandwidth: 500MHz to 2GHz

Sample Rate: 5GSa/s

Memory Depth: 500Mpts




	[image: ]Siglent SHS1000X Series Isolated Handheld Digital Oscilloscopes
 2 Channels

Bandwidth: 100MHz – 200MHz

Sample Rate: 1GHz

Memory Depth: 12Mpts




	[image: Siglent SHS800X - Telonic]Siglent SHS800X Series Handheld Digital Oscilloscopes
 2 Channels

Bandwidth: 100MHz to 200MHz

Sample Rate: 1GHz

Memory Depth: 12Mpts
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Waveform Generators
	[image: ]Siglent SDG800 Series Waveform Generators
1 Channel

Bandwidth: 10MHz to 30MHz

Sample Rate: 125MSa/s

Vertical Resolution: 14-bit




	[image: ]Siglent SDG1000X Series Waveform Generators
2 Channel

Bandwidth: 30MHz to 60MHz

Sample Rate: 150MSa/s

Vertical Resolution: 14-bit




	[image: ]Siglent SDG2000X Series Function Generators
2 Channel

Bandwidth: 40MHz to 120MHz

Sample Rate: 1.2GSa/s

Vertical Resolution: 16-bit




	[image: ]Siglent SDG6000X Series Waveform Generators
2 Channel

Bandwidth: 200MHz to 500MHz

Sample Rate: 2.4GSa/s

Vertical Resolution: 16-bit




	[image: Siglent-SDG7000A-Arbitrary-Function-Generator-Catagory]Siglent SDG7000A Series Waveform Generators
 2 Channel

Bandwidth: 350MHz to 1GHz

Sample Rate: 5GSa/s

Vertical Resolution: 14-bit











	RF Signal Generators
	

RF Signal Generators
	[image: ]Siglent SSG3000X Series RF Signal Generators
9kHz to 2.1GHz/3.2GHz

Phase Noise: -110dBc/Hz @ 1GHz offset, 20kHz (typ.)

Amplitude Resolution: 0.01dB




	[image: ]Siglent SSG5000X Series RF Signal Generators
9kHz to 4GHz/6GHz (CW)

10MHz to 4GHz/6GHz (IQ)

Phase Noise: 120dBc/Hz @ 1GHz, offset 20kHz (typ)




	[image: ]Siglent SSG5000A Series RF Signal Generators
 9kHz to 13.6GHz/20GHz (CW)

Phase Noise: 120dBc/Hz @ 1GHz, offset 20kHz (typ)











	Spectrum / Vector Network Analysers
	

Spectrum / Vector Network Analysers
	[image: ]Siglent SSA3000X Series Spectrum Analysers
9kHz to 2.1GHz/3.2GHz

Resolution Bandwidth: 1Hz to 10MHz, in 1-3-10 sequence

Phase Noise: 




	[image: ]Siglent SSA3000X PLUS Series Spectrum Analyser
9kHz to 7.5GHz

Displayed Average Noise Level: -161/Hz (Typ)

Offset Phase Noise: -98dBc/Hz @ 10kHz 




	[image: ]Siglent SSA3000X-R Real-Time Spectrum Analyser with VNA
Real-Time Spectrum Analyser

9kHz to 7.5GHz

Real-Time Bandwidth: 25MHz, 40MHz (Opt)

Displayed Average Noise Level: -165dBm/Hz




	[image: ]Siglent SHA850A Handheld Spectrum Analysers
 Standard SA and CAT mode, optional VNA mode

Frequency Range from 9 kHz up to 7.5 GHz

-165 dBm/Hz Displayed Average Noise Level (Typ.)




	[image: ]Siglent SNA5000A Vector Network Analyser
Vector Network Analysis (Standard)

9kHz to 8.5GHz / 100kHz to 26.5GHz

Frequency Resolution: 1Hz

Range of IFBW: 10Hz ~ 3MHz

Dynamic Range: 125dB




	[image: ]Siglent SVA1000X Series Spectrum / Vector Network Analysers
Vector Network Analysis (Standard)

9kHz to 7.5GHz

Resolution Bandwidth: 1Hz to 1MHz

Phase Noise: 











	DC Power Supplies
	

DC Power Supplies
	[image: ]Siglent SPD1000X Series Bench Programmable DC Power Supplies
16V/8A or 30V/5A

Resolution: 1mV/1mA

2.8 Inch True Colour TFT-LCD 5 Digit Voltage/4 Digit Current




	[image: ]Siglent SPD3000C Bench Programmable DC Power Supply
2 Outputs up to 32V/3.2A

1 Output 2.5V/3.3V/5V/3.2A

Power: 220W




	[image: ]Siglent SPD3000X/X-E Bench Programmable DC Power Supply
2 Outputs up to 32V/3.2A

1 Output 2.5V/3.3V/5V/3.2A

Power: 220W




	[image: ]Siglent SPS5000X Series DC Power Supplies
Voltage: 0-40V to 0-160V

Current: 0-7.5A to 0-90A

Power: 360W to 360W*3

LAN, USB, Analogue – GPIB (Opt)

15 Models











	DC Electronic Loads
	

DC Electronic Loads
	[image: ]Siglent SDL1000X Series DC Electronic Loads
DC 150V/30A

Power: 200W/300W

CC/CV/CR/CP

Minimum Readback Resolution: 0.1mV, 0.1mA

Adjustable Current Rise Time Range: 0.001A/MicroS – 2.5A/MicroS











	Digital Multimeters
	

Digital Multimeters
	[image: ]Siglent SDM3045X Series Digital Multimeters
Real 4 1/2 digit readings resolution (66,000 count)

Up to 150 rdgs/s measurement speed

True-RMS AC Voltage and AC Current Measuring

1GB NAND flash size, Mass storage configuration files and data files




	[image: ]Siglent SDM3055 Series Digital Multimeters
Real 5 1/2 digit readings resolution (240,000 count)

Up to 150 rdgs/s measurement speed

True-RMS AC Voltage and AC Current Measuring

1GB NAND flash size, Mass storage configuration files and data files




	[image: ]Siglent SDM3065X Series Digital Multimeters
Real 6 1/2 digit readings resolution (2,200,000 count)

True-RMS AC Voltage and AC Current Measuring

1GB NAND flash size, Mass storage configuration files and data files











	EMC Pre-Compliance
	

EMC Pre-Compliance
	[image: ]Amplifiers
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	[image: ]Attenuators



	[image: ]Spectrum / Vector Network Analysers



	[image: ]Current Probes



	[image: ]EMC Shielded Tents / Bags
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	[image: ]Siglent SRF5030T Near-Field Probe
Non-contact near-field probe

Three magnetic near-field probes (20, 10, and 5 mm resolution)

N-to-SMA adapter

Operating frequency range: 300 kHz to 3 GHz.
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						 	Digital Oscilloscopes
	

Digital Oscilloscopes
	[image: ]Siglent SDS1000X-E Series Digital Oscilloscopes
2/4 Channels

Bandwidth: 100MHz to 200MHz

Sample Rate: 1GSa/s

Memory Depth: 14Mpts




	[image: ]Siglent SDS1000X-U Series Digital Oscilloscopes
4 Channels

Bandwidth: 100MHz

Sample Rate: 1GSa/s

Memory Depth: 14Mpts




	[image: ]Siglent SDS2000X-E Series Digital Oscilloscopes
2 Channels

Bandwidth: 200MHz to 350MHz

Sample Rate: 2GSa/s

Memory Depth: 28Mpts




	[image: ]Siglent SDS2000X-Plus Series Digital Oscilloscopes
2/4 Channels

Bandwidth: 100MHz to 350MHz

Sample Rate: 2GSa/s

Memory Depth: 200Mpts




	[image: ]Siglent SDS5000X Series Digital Oscilloscopes
2/4 Channels

Bandwidth: 350MHz to 1GHz

Sample Rate: 5GSa/s

Memory Depth: 250Mpts




	[image: ]Siglent SDS6000A Series Super Phosphor Oscilloscopes
4 Channels

Bandwidth: 500MHz to 2GHz

Sample Rate: 5GSa/s

Memory Depth: 500Mpts




	[image: ]Siglent SHS1000X Series Isolated Handheld Digital Oscilloscopes
 2 Channels

Bandwidth: 100MHz – 200MHz

Sample Rate: 1GHz

Memory Depth: 12Mpts




	[image: Siglent SHS800X - Telonic]Siglent SHS800X Series Handheld Digital Oscilloscopes
 2 Channels

Bandwidth: 100MHz to 200MHz

Sample Rate: 1GHz

Memory Depth: 12Mpts
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Waveform Generators
	[image: ]Siglent SDG800 Series Waveform Generators
1 Channel

Bandwidth: 10MHz to 30MHz

Sample Rate: 125MSa/s

Vertical Resolution: 14-bit




	[image: ]Siglent SDG1000X Series Waveform Generators
2 Channel

Bandwidth: 30MHz to 60MHz

Sample Rate: 150MSa/s

Vertical Resolution: 14-bit




	[image: ]Siglent SDG2000X Series Function Generators
2 Channel

Bandwidth: 40MHz to 120MHz

Sample Rate: 1.2GSa/s

Vertical Resolution: 16-bit




	[image: ]Siglent SDG6000X Series Waveform Generators
2 Channel

Bandwidth: 200MHz to 500MHz

Sample Rate: 2.4GSa/s

Vertical Resolution: 16-bit




	[image: Siglent-SDG7000A-Arbitrary-Function-Generator-Catagory]Siglent SDG7000A Series Waveform Generators
 2 Channel

Bandwidth: 350MHz to 1GHz

Sample Rate: 5GSa/s

Vertical Resolution: 14-bit
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RF Signal Generators
	[image: ]Siglent SSG3000X Series RF Signal Generators
9kHz to 2.1GHz/3.2GHz

Phase Noise: -110dBc/Hz @ 1GHz offset, 20kHz (typ.)

Amplitude Resolution: 0.01dB




	[image: ]Siglent SSG5000X Series RF Signal Generators
9kHz to 4GHz/6GHz (CW)

10MHz to 4GHz/6GHz (IQ)

Phase Noise: 120dBc/Hz @ 1GHz, offset 20kHz (typ)




	[image: ]Siglent SSG5000A Series RF Signal Generators
 9kHz to 13.6GHz/20GHz (CW)

Phase Noise: 120dBc/Hz @ 1GHz, offset 20kHz (typ)
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Spectrum / Vector Network Analysers
	[image: ]Siglent SSA3000X Series Spectrum Analysers
9kHz to 2.1GHz/3.2GHz

Resolution Bandwidth: 1Hz to 10MHz, in 1-3-10 sequence

Phase Noise: 




	[image: ]Siglent SSA3000X PLUS Series Spectrum Analyser
9kHz to 7.5GHz

Displayed Average Noise Level: -161/Hz (Typ)

Offset Phase Noise: -98dBc/Hz @ 10kHz 




	[image: ]Siglent SSA3000X-R Real-Time Spectrum Analyser with VNA
Real-Time Spectrum Analyser

9kHz to 7.5GHz

Real-Time Bandwidth: 25MHz, 40MHz (Opt)

Displayed Average Noise Level: -165dBm/Hz




	[image: ]Siglent SHA850A Handheld Spectrum Analysers
 Standard SA and CAT mode, optional VNA mode

Frequency Range from 9 kHz up to 7.5 GHz

-165 dBm/Hz Displayed Average Noise Level (Typ.)




	[image: ]Siglent SNA5000A Vector Network Analyser
Vector Network Analysis (Standard)

9kHz to 8.5GHz / 100kHz to 26.5GHz

Frequency Resolution: 1Hz

Range of IFBW: 10Hz ~ 3MHz

Dynamic Range: 125dB




	[image: ]Siglent SVA1000X Series Spectrum / Vector Network Analysers
Vector Network Analysis (Standard)

9kHz to 7.5GHz

Resolution Bandwidth: 1Hz to 1MHz

Phase Noise: 
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DC Power Supplies
	[image: ]Siglent SPD1000X Series Bench Programmable DC Power Supplies
16V/8A or 30V/5A

Resolution: 1mV/1mA

2.8 Inch True Colour TFT-LCD 5 Digit Voltage/4 Digit Current




	[image: ]Siglent SPD3000C Bench Programmable DC Power Supply
2 Outputs up to 32V/3.2A

1 Output 2.5V/3.3V/5V/3.2A

Power: 220W




	[image: ]Siglent SPD3000X/X-E Bench Programmable DC Power Supply
2 Outputs up to 32V/3.2A

1 Output 2.5V/3.3V/5V/3.2A

Power: 220W




	[image: ]Siglent SPS5000X Series DC Power Supplies
Voltage: 0-40V to 0-160V

Current: 0-7.5A to 0-90A

Power: 360W to 360W*3

LAN, USB, Analogue – GPIB (Opt)

15 Models
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DC Electronic Loads
	[image: ]Siglent SDL1000X Series DC Electronic Loads
DC 150V/30A

Power: 200W/300W

CC/CV/CR/CP

Minimum Readback Resolution: 0.1mV, 0.1mA

Adjustable Current Rise Time Range: 0.001A/MicroS – 2.5A/MicroS
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Digital Multimeters
	[image: ]Siglent SDM3045X Series Digital Multimeters
Real 4 1/2 digit readings resolution (66,000 count)

Up to 150 rdgs/s measurement speed

True-RMS AC Voltage and AC Current Measuring

1GB NAND flash size, Mass storage configuration files and data files




	[image: ]Siglent SDM3055 Series Digital Multimeters
Real 5 1/2 digit readings resolution (240,000 count)

Up to 150 rdgs/s measurement speed

True-RMS AC Voltage and AC Current Measuring

1GB NAND flash size, Mass storage configuration files and data files




	[image: ]Siglent SDM3065X Series Digital Multimeters
Real 6 1/2 digit readings resolution (2,200,000 count)

True-RMS AC Voltage and AC Current Measuring

1GB NAND flash size, Mass storage configuration files and data files
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EMC Pre-Compliance
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	[image: ]Siglent SRF5030T Near-Field Probe
Non-contact near-field probe

Three magnetic near-field probes (20, 10, and 5 mm resolution)

N-to-SMA adapter

Operating frequency range: 300 kHz to 3 GHz.
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